


25 Years of Industry 
Experience

North Shore Floor Systems (NSF) is an 
established business with a 25 year track 

record of excellence in the coating 
industry. 

State Office of Minority 
and Women Business 
Assistance Certified

We are certified by the SOMWBA, let us 
help you with your next state project!

3/5 Year Warranty

We offer a 3 or 5 year single source 
complete warranty for both the product 

and the installation.  

Northshore

floor systems

Right. First Time. Every Time. Over Time!

www.nsfsystems.com

Specialization In Polyurea 
Installations

We specialize in extremely durable 
industrial coatings with uniquely 

decorative attributes. Our commitment 
is to offer high performing products 

which yield high end results.

Our Reputation Speaks for 
Itself!

Talk to some of our valued clients: 
Columbia Construction; Hutter

Construction; UVM; Boston Medical 
Center; May Institute; UMass Lowell; 
Boston Medical Center; Lonza Labs; 

Millipore.
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Technical Data Comparison Chart

Vikon Coatings 

9070 
Polyurea

100% Solids
Epoxy

Waterborne 
Epoxy

Polyurethane

Adhesion to 
Concrete

1100 PSI 4800 PSI 550 PSI 3000 PSI

Elongation 200% 0.40% 7% 0.50%

Tensile Strength 2200 PSI 8500 PSI N/A N/A

Shore D Hardness 55 85 4H or 40+ N/A

Working time 10-15 Min 30 Min 0.5 – 1.5 Hour 30 Min

Dry To Touch 2 Hrs 8 Hrs 5-7 Hrs 4 Hrs

Full Return to 
Service

8-48 Hrs 12 Hrs 7-10 Hrs 8 Hrs

UV Resistance;
Change over 2000 
Hrs

<2% NOT STABLE 
(>100%)

NOT STABLE 
(>100%)

NOT STABLE 
(>100%)

Moisture Resistance 
(Perm Rating)

<.01 .15% (NOT 
Perm Rating)

N/A (Porous) N/A (Porous)

Conductivity <1*10-11 N/A N/A N/A

Odor/VOC Content No VOC;
Low Odor

No VOC; Low 
Odor

N/A 3.8 Lbs/Gal

Application 
Temperature

-30F to 
>300F

50F to 85F 55F to 95F 50F to 125F

Durability (Service 
Life)

7-10 Yrs 1-3 Years 1 Year 1-3 Years

Durability 
(Warranty)

5 Yrs None None None

Percent Solids 100% 100% 40% 43.3%

Hydrostatic 
Pressure (Lbs per 
1000SF)

>12 Not Rated 
(<5)

Not Rated (<5) Not Rated (<5)



Chemical Resistance Comparison Chart

Vikon Coatings 

9070 
Polyurea

100% Solids
Epoxy

Waterborne 
Epoxy

Polyurethane

Acetic Acid (10%) Excellent Severe Severe Severe

Ammonium Hydroxide, 20% Excellent Moderate Severe N/A

Ammonium Nitrate Excellent Excellent Excellent Moderate

Brine (130,000 ppm) Excellent N/A N/A Moderate

Chlorine (2,000 ppm) Excellent N/A N/A Severe

Citric Acid Excellent Excellent Excellent Excellent

Copper Chromate Arsenic (4%) Excellent N/A N/A Excellent

Diesel Fuel Excellent Moderate Moderate Moderate

Hexane Excellent Excellent Excellent Moderate

Hydrochloric Acid Excellent Excellent Excellent Severe

Jet A Fuel Excellent N/A N/A N/A

Kerosene Excellent Moderate Moderate Excellent

Lactic Acid Excellent Excellent Excellent N/A

Liquid Nitrogen Fertilizer Excellent Moderate Moderate N/A

Liquid Urea Fertilizer Excellent Severe Severe N/A

Methanol Moderate Severe Severe Severe

Mineral Spirits Excellent Excellent Excellent Excellent

Motor Oil Excellent Excellent Excellent N/A

Phosphoric Acid (10%) Excellent Severe Severe Excellent

Sodium Chloride Excellent Moderate Severe Excellent

Sodium Hydroxide Excellent Moderate Severe Severe

Stearic Acid Excellent N/A N/A N/A

Sulfuric Acid (20%) Excellent Excellent Excellent Severe
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Vikon Coatings 
21 Wilbraham Street, Unit B11, Palmer, MA  01069 

Phone (888) 817-3344 Fax (978) 887-0993 Email VikonExpert@VikonCoatings.com 

 
 

MATERIAL SAFETY DATA SHEET 
 Product: 9070BL (Side B) 
 Date: September 30, 2009 
 

 
SECTION 1  Material 
Product Name:   Vikote 9070BL (Side B) (All Colors) 
Product Code:   PU-9070BL-*-* 
Chemical Family:   Aspartic Ester 
Product Use:    Polyurea Coatings 
 
 
SECTION 2  Physical and Chemical Properties 
Form: Liquid Odor: Mild Odor 
Color: Clear & Colored Odor Threshold: N/A 
Molecular Weight: Not Est. Solubility in Water % by WT: Insoluble 
Boiling Point: Not Est. Specific Gravity (H

2
O=1) (@ 68°F): 1.06 

Vapor Pressure (at 20°C, mm Hg): Not Est. Percent Volatile by Volume: < 1% 
Vapor Density (air=1): Not Est. Evaporation Rate (butyl acetate = 1): Not Est. 
Freezing Point: Not Est. Viscosity (cps at 68°F): 200 
Bulk Density (lbs/gal): Not Est. Percent Solids by Weight: > 99 
Volatile Organic Compounds (VOCs) by Formulation:  0% 
 
SECTION 3  Stability and Reactivity 
Stability: Stable 
Incompatibility (Materials to Avoid) Isocyanates, strong oxidizing agents, acids  
Hazardous Polymerization: Will not occur 
Decomposition Products: Oxides of Nitrogen, amines  
 
SECTION 4  Hazard Identification 
Material % SARA 313 Reportable  
Aspartic Ester 92-96 none 
Monoaspartate 4-6 none 
Aliphatic Carboxylic Ester 1-3 none 
    ppm mg/m3 
   OSHA PEL-TWA: N/E  
   OSHA PEL STEL: N/E 
   OSHA PEL CEILING: N/E  

   ACGIH TLV-TWA: N/E  
   ACGIH TLV STEL: N/E  
N/E = Not Established   ACGIH TLV CEILING: N/E  

 
EMERGENCY OVERVIEW: May cause eye, skin, and respiratory tract irritation.  
ROUTES OF ENTRY: Inhalation; Skin Contact; Eye Contact; Ingestion 
POTENTIAL HEALTH EFFECTS 

EYES: Minor eye irritation 
SKIN: Slight to moderate skin irritation 
INGESTION: No significant signs or symptoms are expected to occur 
INHALATION: May cause upper respiratory irritation 

ACUTE HEALTH HAZARDS: No significant signs or symptoms are expected to occur 
CHRONIC HEALTH HAZARDS: No significant signs or symptoms are expected to occur 
MEDICAL CONDITIONS GENERALLY AGGRAVATED BY EXPOSURE: No significant signs or symptoms are expected 
to occur. May aggravate existing dermatitis 
CARCINOGENICITY 
OSHA:    ACGIH:    NTP:   IARC: 
OTHER: None 
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